


Control unit mico(Original Controller)

LAN 、USBProcessing
data transfer

Operating Area

Table dimension X420mm Y370mm

Maximum
operation speed 3000mm/min (G00  G01)

Spindle power Built-in type 350W

Spindle type NR3060-AQC

Mechanical resolution 0.001mm

Tool overhang length
95 mm from the spindle end face

Example: If the holder is 21 mm, the tool overhang length is 74 mm.

ATC 6 tools, fixed direct type

Positioning accuracy 0.050mm/300mm

Repeated
positioning accuracy ±0.010mm

Spindle rotation speed
5000-60000rpm

※3000-30000rpm(High-torque specification)
*500 rpm can be set only during centering operations

Power supply, 
power consumption

Required air
pressure source

Specification

External dimensions (mm)

Weight Body: 180Kg

External dimensions Body : W800mm D930mm H870mm

Safety Door Interlock

Other standard
features

Accessories Operation manual

Processing materials

Air blower, door interlock,
Automatic tool length measuring device, automatic power shut-off

Aluminum・plaster materials・ABS・chemical wood・light-load metals

Option

*"TAKMill" is a registered trademark of Iwama Kogyo Co., Ltd.

Agent/Sales Company

Oil mist, coolant, signal tower,
A-axis unit, sub-table, tool set,

clamp kit,Collecting duct
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X400mm  Y350mm  Z200mm

Single-phase AC 100V 15A 2P with grounding

Single-phase AC 200V 15A 2P with grounding

When using ATC: 0.6 MPa, 50 L/min or more

When using air blow (maximum): 0.6 MPa, 80 L/min

本社・第一工場 東京テクニカルセンター

お問い合わせ / info@iwama-me.co.jpホームページ / https://www.iwama-me.co.jp

YN2-TECH(THAILAND)CO.,LTD (HEAD OFFICE)
294/71-77 Romklao Property Bldg.,Room 503,5th Fl.,
Romklao Rd.,Klongsampraves,Lardkrabang,Bangkok 10520

Tel : 02-136-1353-4 Fax : 02-130-6156
E-MAIL: info@yn2.co.th
Website : www.yn2-tech.com


